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             LED LINEAR HIGH BAY 

 

 

 

 

 

 

This High-Performance LED Linear High Bay is built for durability and reliability, making it ideal for industrial facilities, 

manufacturing plants, distribution centers, warehouses, or any large indoor space. It features watt tunability, allowing 

for adjustable power settings to meet varying lighting needs. Despite its compact design, this linear high bay is both 

durable and powerful, delivering a high lumen output. 

Engineered for maximum efficiency and performance, this fixture is rated DLC Premium 5.1 and achieves an impressive 

150 lumens per watt. Motion sensor options provide the most efficient and customizable lighting solution for your 

commercial spaces, ensuring optimal performance and energy savings. 

 

       

 

 
 

      

 Model  TS-LHB5-2FT-220W-H-TP Model TS-LHB5-4FT-300W-H-TP 

 Watts 220W/165W/120W Watts 300W/225W/165W 

 Lumens ± 29,700; 135lm/W Lumens ± 40,500; 135lm/W 

 Color Temp 5000K  Color Temp 5000K 

 Input AC 120-277V, 50/60Hz Input AC 120-277v, 50/60Hz 

 

FEATURES 

▪ Compact Design 

▪ Includes Mounting Hardware V-hooks and aircraft wire for ease of installation 

▪ Lifespan 50,000 Hrs. 

▪ Dimming Function 1-10V 

▪ Damp Location Rated 

▪ Color Rendering 80 CRI 

▪ Polycarbonate Frosted Lens 

▪ Power Factor >.9 

▪ Brand Torshare 

 

DIMENSIONS & PACKAGING 

 Model Dimension Weight Pkg Weight Pkg Qty 

 TS-LHB5-2FT-220W-H-TP 24.65” x 12.8” x 2” 7.1 lbs 32.6 lbs 4 

 TS-LHB5-4FT-300W-H-TP 45.9” x 12.8” x 2” 13.6 lbs 31.7 lbs 2 
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INTENDED USE 

This product is designed as a direct replacement for conventional lighting systems such as HID and fluorescent fixtures. 

It is suitable for light industrial applications, including warehousing and other large indoor spaces, with mounting heights 

starting from 10 feet. Note that certain airborne contaminants can reduce the integrity of acrylic and/or polycarbonate 

materials. For more information on compatible uses, refer to the Acrylic-Polycarbonate Compatibility table. Additionally, 

various airborne contaminants, including condensation, can negatively impact the performance of LEDs and other 

electronic components, depending on factors such as contaminant concentration, ventilation, and temperature at the 

installation site. 

 

DETECTION COVERAGE 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

WARRANTY 

5-year limited warranty. This is the only warranty provided and no other statements in this specification sheet create any 

warranty of any kind. All other express and implied warranties are disclaimed.  

 


